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TYPICAL REPAIR METHOD FOR A
JOIST CUT ALL THE WAY

SITUATION BEFORE REPAIR

— CUT PART OF DIAGONAL WEB MEMBER

SITUATION AFTER REPAIR

FLANGE WIDTH 2-2x3 SPF#1/#2 OR 2-2x4 SPF#1#2, GLUED* AND NAILED
2x3 OR 2x4 TO THE PIECES OF PLYWOOD SECURED TO EACH SIDE OF JOIST
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PLYWOOD** AT LEAST 1/2" x 2'-0",

SECURED IN THE VERTICAL POSITION,

ON EACH SIDE OF JOIST ON THE TOP AND BOTTOM
CHORD WITH GLUE* AND 3" NAILS @ 4" O.C.

*PL PREMIUM GLUE

** Plywood - at least 5" 4 ply ('%,") or better RT F-OO 1 '20

IMPORTANT NOTICES

If you can't make the repair as specified, please contact the manufacturer at the
contact information above. \ BUILT BY

PL Premuim Glue: Refer to Lepage manufacturer for recommendations and ’Ttl—
restrictions applicable to its usz. ’ Barr o
Before adding loads and/or moving the joist, the cure time specified by the glue
manufacturer must be respected.

Check out the www.openjoisttriforce.com website for the latest updates.




