
SITUATION BEFORE REPAIR

SITUATION AFTER REPAIR
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CUT TOP CHORD

2x4 x 6'-0''  SPF #1/2 GLUED* AND NAILED WITH
3 1

4'' NAILS @ 4'' O.C ON SIDE OF JOIST

PIECES OF SPF WOOD TYP., THE SAME WIDTH AS THE JOIST,
GLUED* AND NAILED ON THE TOP AND BOTTOM CHORD

LVL BEAM, WITH MINIMUM GRADE 2850fb-1.55E,
1 3

4" x DEPTH OF THE JOIST x 6'-0", GLUED* AND NAILED WITH 3 1
4" NAILS @ 4" O.C.

*PL PREMIUM GLUE

NOTCHED WEB

b

IMPORTANT:  THE PROTECTIVE LAYER (WAX) WHICH
IS ON THE SURFACE OF THE LVL BEAM MUST BE
REMOVED BY SANDING FROM THE SURFACES WICH WILL
BE IN CONTACT WITH THE JOISTS AND OTHER ADDED
PIECES OF WOOD.

TYPICAL REPAIR METHOD FOR A NOTCHED TOP CHORD,
  MORE THAN HALF THE WIDTH AND A NOTCHED WEB, WITH PIPE


